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DRAWING NO: REV.: DESCRIPTION:

DESIGN BY: APPROVED:CHECKED:

3RD ANGLE PROJECTION

REV.: REV. TEXT: DATE:
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SHEET 1 OF 1SCALE: 1:15UNITS: mmFILENAME:B-6 VOLUME:  mm³

The information contained in this drawing is the sole property of PLYMOVENT. Any
reproduction in part or as a whole without written permission of PLYMOVENT is prohibited.

ABC

MATERIAL: -

01-06-05

SURFACE ROUGHNESS ACC. TO ISO 1302 -  

GENERAL TOLERANCES ACC. TO ISO 2768 - mK

PlymoVent AB, Sågvägen 19, S-921 28 Lycksele, SWEDEN - Tel: +46 (0)950 576700 Fax: +46 (0)950 576790

DOCUMENT STATUS: 

TREATMENT: 
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Model a b e f g h i j k m n o p q r s Net Weight kg

BM-2 - - - 900 150 - - - - - - - 445 - - 1060 80

MDB-4 900 1200 1310 900 150 259 910 315 2100 900 1733 1280 - 870 Ø9 1060 300

MDB-6 1350 1200 1310 900 150 259 910 315 2550 900 1733 1280 - 870 Ø9 1060 380

MDB-8-V 1800 1200 1310 900 150 302 910 400 3000 900 1904 1280 - 870 Ø9 1060 420

MDB-8-H 900 1200 1310 1800 150 302 910 400 2100 900 2804 1280 - 870 Ø9 1060 455

MDB-10-V 2250 1200 1310 900 150 302 910 400 3450 900 1904 1280 - 870 Ø9 1060 480

MDB-12 1350 1200 1310 1800 150 302 910 400 2550 900 1810 1280 - 870 Ø9 1060 575

MDB-12-H 900 1200 1310 2700 150 302 910 400 2100 900 2710 1280 - 870 Ø9 1060 680

MDB-12-V 2700 1200 1310 900 150 302 910 400 3900 900 1904 1280 - 870 Ø9 1060 630

MDB-16 1800 1200 1310 1800 150 352 910 500 3000 900 2904 1280 - 870 Ø9 1060 795

MDB-16-H 900 1200 1310 3600 150 352 910 500 2100 900 3610 1280 - 870 Ø9 1060 1485

MDB-16-V 3600 1200 1310 900 150 352 910 500 4800 900 2004 1280 - 870 Ø9 1060 805

MDB-20 2250 1200 1310 1800 150 352 910 500 3450 900 2904 1280 - 870 Ø9 1060 915

MDB-24-H 1800 1200 1310 2700 150 302 910 400 3000 900 3704 1280 - 870 Ø9 1060 1135

MDB-24-V 2700 1200 1310 1800 150 302 910 400 3900 900 2804 1280 - 870 Ø9 1060 1110

MDB-32-H 1800 1200 1310 3600 150 352 910 500 3000 900 4704 1280 - 870 Ø9 1060 1485

MDB-32-V 3600 1200 1310 1800 150 352 910 500 4800 900 2904 1280 - 870 Ø9 1060 1435

MDB-36 2700 1200 1310 2700 150 352 910 500 3900 900 3804 1280 - 870 Ø9 1060 1695

MDB-48-H 2700 1200 1310 3600 150 352 910 500 3900 900 4704 1280 - 870 Ø9 1060 2170

MDB-48-V 3600 1200 1310 2700 150 352 910 500 4800 900 3804 1280 - 870 Ø9 1060 2155

MDB-64 3600 1200 1310 3600 150 352 910 500 4800 900 4704 1280 - 870 Ø9 1060 2760

Sales of�ce
Plymovent AB
Kopparbergsgatan 2
SE-214 44 MALMÖ
SWEDEN
Tel: +46 40 30 31 30
Fax: +46 40 30 31 40
info@plymovent.se

MEDIDAS Y PROPIEDADES FÍSICAS

Todas las mediciones en mm

© Plymovent AB se reserva el derecho de realizar cambios en el diseño. 

Peso neto kgModelo


